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Test objects, tests and results

Based on the tables as written in the standard DIN EN 150 12312-2, the main part assigns the test
samples to the named tests. Each individual test result is documented in the annex according to the
named standards.

Signs and symbols:

+ meet the requirements
- do not meet the requirements
f not tested or not applicable

Ab  interruption of the testing sequence

The uncertainty of optical measurements comesponds to the required one in DIN EN IS0 12311,

Unless stated otherwise, the measurements were camed out in the main viewing point of the samples
and, in the case of lenses with comective power, at the applicable reference point.

Detailed information about the measurement uncertainties are included in the separate document —
overview of measurement uncertainties. pdf.

Unless otherwise specified, the ambient temperature for testing was maintained at (23 £ 5) °C and
the relative humidity at (50 £ 20) %.
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Samples and summary of all test results

Filters for direct observation of the sun,
tyvpe “Selar eclipse glasses (Jaxy Oplical Instruments)”

Test mark: 13231-P2A-25
MHumber of delivered paris: 3 Number of test samples: 2

Type:

aaquem:e o s .' 2 '. ; 5313._1
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Information and marking = ."* ™ i

Information and labelling 12312-2 o 12312-2 b

Mounting 12312:-2 4.3 123122 4.3

| Maferial and surface quality 12312-2 42 12312-2 472
1 Tranamittance 1._.‘3-1’?-2 41 12311 ¥

hdﬂddqaif&ﬂuﬁsﬁeﬂuhthat saﬁm'hﬁeeann&x T : e : '
* Reguirements and test according to PPE-Regulaton (ELY) 2016/ 425
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ANNEX 1

Type: Filters for direct observation of the sun,
type “Solar eclipse glasses (Jaxy Optical Instruments)”

Testmark: | 13231-PZA-25

Description of the type

Condition of the test item af Undamaged

delivery:

Frame: Marking: Uzer manual
Material: Faper
Colour: Multicotoured

Creulars: Material: Plastics
Colour: Dark grey
Cenire thickness: 0.1 mim

Test device for centre thickness: No. 9022613

information and labeling

Test & Sample —= 5323-1

Information and labelling

Available and complete
(DIN EN 150 123122} F

Information ({(EU) 2016/425): Available and complete

Marking {({(EU) 2016/425]): Available and complete

Labeling, mounting, material and surface quality

Test + Sample = 53231
General requirements +
overall dimensiong width: 145 mm depth: 37 mm
Mounting dimensions of cut away for . )
e R R e height: 14 mm width 24 mmi
Material quality ok
Material and surface quality +
Test device for dimensions: Mo, 9022805
A oo byrr - sarepor-rewl. docy D I N
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Test Report No. 1323-PZA-25 “Annex 1: Page 20f 3

Type: Filters for direct observation of the sun,
type , Solar eclipse glasses (Jaxy Optical Instruments)”
Test mark: 13231-PZA-25
Transmittance
- 53232 5323-2
Test - Sample —
right left
Luminous transmittance T based on =
CIE source DES Yo D-.00069 0.000s6
Maximum value of solar LIV B-transmittance e Ty
280 nm S zaws S 315 0m SR TRt
Maximum value of solar UV A-transmittance 2% LA
315'nm € tewa £ 280 nm gy et
Maximum value of solar IR fransmittance - 5
Tl nm £ TENS 2000 nrm = 3% i 3%
Liniformity of luminous transmitiznce % 5.6 s
Test device for transmittance: No. 9022782
Teszt device for uniformity in ransmitiance: No. 9022771
End of test report
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